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FI SERIES

OUTDOOR LED SIGN
DIGITAL DISPLAY SOLUTION
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F| SERIES

The Fl series is the best LED sign solution for outdoor digital advertising display, that

supports popular customized LED cabinet for more various installing methods, like single pillar,
back to back advertising billboard, double-sided led panel and hanging-up led advertising signs.
We provide high quality outdoor LED sign in most popular and standard size .

Features:

¢ Front Service LED Modules

e Easy to Install, Simple Service

e Superior Brightness & Vivid Colors Display

e Lightweight & Durable Aluminum Cabinet

¢ Support Popular Customized LED Sign Size

¢ Reliable Architecture Cabinet Design

e High Quality Standard Size of LED Sign as schedule in regular



b Modules
10000nits | High Contrast Ratio | More Pixel Pitches Available
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Fl Series 1ft x 1ft Outdoor LED Modules

It’s the best designed for digital LED display, 1ft x 1ft module which supports lots popular sizes of custom
made led signs, and can be quickly maintained from front side and even back side.
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SMD LED Lights 6.35mm 8.46mm 10.16mm
DIP LED Lights DIP 10. 16mm DIP 16.9mm

MODEL NO F1630 FI840 FI1010 FI1010D F11690D
Pixel Pitch 6.35mm 8.47mm SMD 10.16mm 10.16 mm 16.9mm
LED Configuration SMD 2727 SMD 2727 SMD 2727 DIP346 DIP346
Module Dimensions 1ft x 1ft 1ft x 1ft 1ft x 1ft 1ft x 1t 1t x 1ft
Drive Mode 1/4 1/3 1/3 1/3 Constant Static
Brightness (cd/m?) 26500nits 27000nits 26000nits > 10000nits 29000nits
Color Processing (Bit) 13 -16 bit 13 -16 bit 13 -16 bit 13 -16 bit 13 -16 bit
Color Temperature 6500~9300K 6500~9300K 6500~9300K 6500~9300K 6500~9300K
M.inimum fi=dig 26'or greater 35’or greater 42'or greater 42'or greater 69'or greater
Distance
Matrix Configuration 48 x 48 pixels 36 x 36 pixels 30 x 30 pixels 30 x 30 pixels 18 x 18 pixels
Maintenance Method Front or Rear Front or Rear Front or Rear Front or Rear Front or Rear

*F| Series specificaions can be customized.



High Precision Aluminum Cabinet Design

i Cools designed dar ensunng hest disspation of panel interior &
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Superior designed for environments with extreme conditions, no matter your places are too hot or too cold, the
strong aluminum structure with passive cooling and lightweight for easy adaptation and low cost framework design,
every details makes your advertising LED sign be worked more stable and reliable in anywhere.

WA Fast And Easy Maintenance

Step 1: Use "T" Wrench and insert one hole of the module

then rotate“T”wrench in anti-clockwise direction to unlock.
Step 2: Repeat step 1 on the other hole to release the

module separate from cabinet easily.
Step 3: Disconnect power & data cable.

Customized Solution Offers To Your LED Panels
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8ft x 4ft Back to back 7ft x 4ft 6ft x 3ft 4ft x 2ft

4ft x 3ft 3ft x 3ft Double Sided custom size
* Panel dimensions can be changed upon customer your request.




Professional LED Display Manufacturer
Digital LED Display Solutions Provider

HUAKE LIMITED

ShenZhen HuaKe Light Electronics Co., Ltd.
5F/ 1#, ChaXi SanWei Industrial Zone,

GuShu, XiXiang, BaoAn

ShenZhen, GuangDong,

518126, China.

% (86) 133 0296 0992 i
® info@ 360digitalsignage.com Ml ROHS ce (E]D.,.
@  www. 360digitalsignage. com



