








1. GPS Antenna installation step

< Before using adhesive tape to fix the GPS antenna, be sure to clean the adhesive
area with an appropriate oil-soluble cleaner. After cleaning, tear off the back paper,
put the GPS antenna in a moderate position and press hard.

< Remove the side plate,line through the storage box, until the center console
mainframe, should pay attention to the wire and the original car wire with tie belt.
<> .Connect the GPS antenna plug to the host.
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Install the antenna inside the car
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Matters need attention
When connecting the GPS antenna, make sure the power is off.

Do not shorten or extend the GPS antenna; changing the length of the antenna
may lead to a short circuit or antenna failure;

R

<> The GPS antenna should be installed in a horizontal plane as far as possible;
otherwise, the accuracy of navigation and positioning may be affected.

<~ Do not cause the GPS antenna to twine or interfere with the steering wheel or
gear lever, otherwise it may be dangerous!

COMMON TROUBLESHOOTING WIZARD

If you encounter the following problems in use, troubleshooting will help you solve
the problem quickly, if the problem is still not resolved, please contact a professional

or to the sales office for advice, do not unpack the unit, so as to avoid serious
consequences!
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Phenomenon Cause Solutions

The key of the car is not Insert the car keys and turn
plugged into the switch on the switch
Can't boot. Power line insertion host Insert power cord

Replace with fuse with the

Could have burned the fuse.
same rated current

The system is processing the transaction (road search

Touch screen not etc.), wait a moment, if still can not resolve, we recommend
responsive contact our after-sales service department to help solve the
problem.
Camera not installed Install the camera and plug

the CCD plug into the host

No rear view image

Replacement of matching
camera

Camera system is wrong
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Phenomenon

System not started, but
have rear view image and
key invalid

Cause

Pay attention to driving
safety in product design,
preset reverse view priority

Solutions

You must stop reversing
before you can start the
system by pressing the
original car power key

GPS unable to locate

GPS Antenna not inserted

Insert GPS antenna

GPS may be in some GPS
shield.

Try driving the car out of a
certain distance, observe
whether the GPS signal
recovery, if not, please

contact the after-sales
service department

Unable to locate and
navigate after boot

N avigation map blind area,
some remote mountain area

Or the road has not yet
been built in this map

Please contact the
after-sales service
department to confirm the
update of the map
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Phenomenon Cause Solutions

First, verify that the Chinese characters entered are

Fuzzy search can't find correct, and then try to enter another name of the location.
what to go to locality If you cannot find it, the location may not be in our
database.

Navigation system will consider many factors in road
Navigation system for the | search. Besides distance, it will also consider road level,

selected road "close to traffic rules, viaducts, trunk roads, etc. It is convenient for
the farther distance" drivers to reach their destination in as short a time as
possible.

The navigation scale may be too large or too small. Try
changing the scale to see if you can restore the map
display. If it has not been resolved, it may be due to a loss
of location, please re-select a marker

The map is blank
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